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Undermount Genset

REEFER GENSET

Clip-on Genset

20UDM 20ESX
Specifications 20ESX 20UDM
Rated power (kw) 19kwi/18.73kva 159kw/18.75kva
Frequency (Hz) 60 60
Voltage 460V 460V
Moice level for silent type (Db) T4/1M 471
Amps (A) 235 235
ENGINE Water-cooled, 4-stroke Watercooled, 4-stroke
Model ALZ22BD A040-22G
12 hours rated power (kw) 206 21.3
Cylinders 4 4
Bore*stroke (mm) ao™80 84*100
Intake Method Mature Intake Mature Intake
Displacement (L) 2.156 22
Fuel consumption (L/h) 3.5 3.5
Cooling starting method Electric start Electric start
Engine manufacturer LAIDONG PERKINS
ALTERNATOR DINGLO MECC ALTE
Rated power (kw/kva) 2025 20125
Rated currency (A) 31.5 31.5
Power factor (cos e) 0.8 Lagging 0.8 Lagging

Phase / Rotary speed J-phase, 1800rpm F-phase, 1800rpm
Excitation Brushless, Self exciting Brushless, Self exciting
Voltage requlation Automatic Automatic

MNet weight (Silent type)(kg) 680 680

Packing size (silent type)L"W*H {(mm) 1380™1613*828 1390™1613*828

Fuel tank capacity (L) 180 180
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